
QY25H-5

Full Hydraulic Truck Crane

RATED LIFTING CAPACITY TABLE
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ALL  WORKING  AREAS  WITH  OUTRIGGER  FULLY  EXTENDED

NOTE:

Capacity above the thick line in the table are based on the strength of the

boom,the others,on the stability of the crane.Figures listed in the table are all

maximum permissible values.Do not exceed them.

Lifting without outriggers is not permissible.Capacity listed in the table is on

the condition that crane is levelled on a firm ground.

 A working radius in the table is a horizontal distance from the centerline of

the hookblock to the axis of the slewing ring when a load is lifted.

 Capacities given in the table include the weight of the hookblocks 290kg

main hookblock and 80kg auxiliary hookblock).

 When actual boom length is between two values, determine lifting capacity

according to bigger boom and radius.

 Rated lifting capacity should exclude the weight of clings and 2000kg,when

the boom is used with jib extended.

 The min fall (the number of wire rope) should be determined when the

lifting capacity of single wire rope doesn't exceed 3100kg. The fall of jib is 1.
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F u l l  H y d r a u l i c  T r u c k  C r a n e
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                  Main technical specifications
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LIFTING HEIGHT CURVE DIAGRAM

MAIN FEATURES

WIRE  ROPE  FALL

WORKING AREA DIAGRAMOVERALL DIMENSIONS

MAX  RATED LIFTING CAPACITY

MAX  LIFTNG MOMENT WITH MIN. BOOM LENGTH

MAX  LIFTING MOMENT WITH MAX. BOOM LENGTH

BOOM MAX. LIFTING HEIGHT

JIB MAX. LIFTING HEIGHT

SINGLE LINE MAX. SPEED

LIFTING BOOM EXTENDING TIME

LIFTING BOOM ELEVATING TIME

SLEWING SPEED

MAX.TRAVELLING SPEED

MAX. GRADEABILITY

MIN. TURNING RADIUS

MIN. CLEARANCE

APPROACH ANGLE

ANGLE OF DEPARTURE

ACCELERATE FREELY DUST DISPLACEMENT

OIL CONSUMPTION PER. 100 KILOMETERS

SELF-WEIGHT IN TRAVELLING CONDITION

FRONT AXLE LOAD

REAR AXLE LOAD

OVERALL DIMENSIONS (L W H)

OUTRIGGER LONGITUDINAL SPAN

OUTRIGGER TRANSVERSAL SPAN

BOOM LENGTH

BOOM ANGLE

JIB LENGTH

TYPE

ENGINE MODEL

MAX. POWER OF ENGINE

MAX. TORQUE OF ENGINE
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QY25H(ZLJ5290JQZ25H) WD615.58

PUYUAN QY25H (ZLJ5290JQZ25H) truck crane is a type of hydraulic truck crane, It adopts Hang Fa WD615.58 environmental friendly protection engine

with high horsepower, low oil consumption, low noise, emission accords with the requirements of national standard.

The full-width mounted driver’s cab and the operator’s cab are streamline style. The driver’s cab is equipped with soft decoration materials, luxury gauge,
comfortable seat with hydraulic shock absorbing seats, air-conditioner and heater to provide the driver a comfortable environment and realize man and
machine intergration.

The full vision operator’s cab  is equipped with bowtype glass in front, windows on top, rear and two sides.

The full covered deck with elegant appearane makes checking and maintainance convenient.

The hexagonal four-section boom is high strength and high stability. With the fifth outrigger, the lifting work can be done in 360 range.

The main components of hoist system and slewing system are all the products of Rexroth. The main hydraulic valve is designed with intergration module

style with tle feafures of low rate of malfunction.

It is equipped with the safety devices, such as moment limiter, over-winding cut off device, over-lowering cut off device etc., to make the operation
convenient, safe and reliable.

all working area


